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Hardware Specifications: 

Programmable Logic Controller combined with 
Server Database.  
Probes we use:  

 PT100 

 PT500 

 PT1000 

 2K 

 10K 

 10k Type 2 

 Etc. 
 
 
 

Sensors we use: 

 0 – 10 V 

 4 – 20 mA 

 Etc. 

Valves we use: 

 24 V (AC / DC) 

 220 V (AC) 

 Etc. 

Authorization Levels: 

Levels we use: 

 Helper (Read) 

 Supervisor (Read / Semi-Right) 

 Manager (Read / Right) 

 Admin (Read / Right / Install) 
It is possible to create more, levels and adjust 
them to meet your company requirements. 
 

ERP-System Possibilities: 

 Energy Management 

 Cost Management 

 Quality Control 
  

Control Options:  

Worldwide control via every (mobile) display 
device who has Internet:  

 Computer 

 Laptop 

 Tablet 

 Smartphone 
 

Features:  

 Multiple languages 

 Internal communication system 

 Scaling graphs 

 Import and export of graph data 

 Production history search engine 
 

Compatibility: 

Every Operating System who can run Firefox or 
Chrome such as: 

 Windows 

 OS X 

 iOS 

 Linux 

 Android 
 

Sensors:  

We use a lot of sensors. This is a small selection of 
the onesmost commonly used: 

 Humidity sensor 

 Oxygen sensor 

 Door sensor 

 Carbon Dioxide sensor 
 

Policy and Security: 

Everyone has its own login credentials so every 
change of every employee can be traced. 

Search Tools:  

 Search for logs: 
o What has been changed? 
o Who has changed it? 
o At what time has it been changed? 

 Search for alarms. 
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